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Number      ST01548LA 
 

Don E. Wheeler 
DBA Legal Mirrors 
6380 South Travisgant Ave. 
Tucson, Arizona 85735 

This Certificate issued to 
 
 
 
 
certifies that the change in the type design for the following product with  the limitations and conditions therefor 
as specified hereon meets the airworthiness requirements of Part    23*  of the  Federal Aviation Regulations.  
*Certification basis is set forth in Type Certificate Data Sheet A6CE.  
 

Original Product  Type Certificate Number : 
 

Make : 
 

Model : 

A6CE 
 

Cessna Aircraft Company 
 
337, 337A(USAF 02B), 337B, M337B (USAF 02A), T337B, 
337C, T337C, 337D, T337D, 337E, T337E, 337F, T337F  

Description of Type Design Change:    Installation of External Landing Gear Position Verification Mirrors 
and Aft Engine Cowl Observation Mirrors in accordance with FAA approved Legal Mirrors drawing(s) LM-
C337-1, Revision A, dated July 1, 2003; LM-C337-2, Revision A, dated July 1, 2003; LM-C337-3, Revision 
A, dated April 17, 2003 and LMST-C337, Initial Release, dated April 17, 2003 or later FAA approved 
revision. 
Limitations and Conditions.   The approval of this modification applies to the above noted airplane model series 
only.  This approval should not be extended to other specific airplanes of this model series on which other 
approved modifications are incorporated, unless it is determined that the interrelationship between this 
change and any of those other previously approved modifications will introduce no adverse effect upon the 
airworthiness of that aircraft.  If the holder agrees to permit another person to use this certificate to alter the 
product, the holder shall give the other person written evidence of that permission. 
 
 

This certificate and the supporting data which is the basis for approval shall remain in effect until surrendered, suspended, 
revoked or a termination date is otherwise established by the Administrator of the Federal Aviation Administration. 
 

Date reissued :  August 16, 2004 
 
Date amended   
By direction of the Administrator  
 
_______________________________________________ 

Manager, Airframe Branch 
Los Angeles Aircraft Certification Office 
_______________________________________________________ 
    (Title) 

Date of application :   March 29, 2002 
 
Date of issuance :         October 20, 2003 
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Number ST01548LA 
 

 
Limitations and Conditions:  (Cont’d) 
 
NOTES:  
 

1) External Landing Gear Position Verification Mirrors and Aft Engine Cowl Observation Mirrors may 
be installed on any serial number aircraft for the 337, 337A (USAF 02B), 337B, M337B (USAF 
02A), T337B, 337C, T337C, 337D, T337D, 337E, T337E models.   

2) The External Landing Gear Position Verification Mirrors and Aft Engine Cowl Observation Mirrors 
may only be installed on serial numbers up to and including 33701398 on the 337F or T337F model. 

3) Instructions for Continued Airworthiness are contained in Legal Mirrors document IFCA-337-01, 
Revision N/C, dated October 14, 2003. 

4) Airworthiness Limitations are contained in Legal Mirrors document AWL-337-01, Revision N/C, 
dated October 15, 2003. 

 
-  END  - 

 
 

 


